
 

 

PART NUMBER CONFIGURATION FOR 

SPB-TT / TS 
SERIES INCREMENTAL LINEAR ENCODERS 

 

USH_ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ 

   

  

 

 

  

 

 

 

                     

  

 

 

STANDARD SPECIFICATIONS SHOWN IN RED 

 
023-82085/0 

HEAD TYPE 

G = TTL, 

Differential 

Quadrature – 

Periodic RM 

S =  TTL, 

Differential 

Quadrature – 

Single RM 

ENCODER TYPE 

PB = Press 

         Brake 

RESOLUTION 

010 = 1µm 

020 = 2µm 

050 = 5µm 

100 = 10µm 

LEAD TYPE 

0 = Armoured 

N = Non Armoured 

 

CONNECTOR TYPE 

9D = 9 Pin D Style 

9B = 12 Way Binder (IP67) 

FL = Flying Lead 

 

LEAD LENGTH 

005 = 0.5m 

010 = 1m 

035 = 3.5m 

070 = 7.0m 

SCALE TRAVEL (mm) 

Example: 254mm = 000254 



Measuring     - Always order by measuring length (see SPB data sheet for overall length) 
Lengths   
51 mm   - Prefix the measuring length with 0’s as necessary to get to a 6 digit order code. Example: 51 mm is 000051 
75 mm    
102 mm  - Linear Encoders include:   
152 mm   Reader head with cable  
203 mm   Scale (Tube)  
254 mm           Scale (Tube) mounting kit 600-83480 which includes:  
305 mm    Round coupling (294-91080) and set screws  

356 mm    Flexible cable mount assembly (316-82750) 
406 mm    SPB single end mount (600-83486) 
457 mm   
508 mm  - Extension cables are sold separately 
559 mm   
610 mm  - Bracket kits to mount the reader head sold separately 
660 mm    
711 mm  Standard Brackets    
   Part Number Description   
   600-81890 SHG Head Bracket Kit (Universal) 
    
 
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 



 
 
 

 

PART NUMBER CONFIGURATION FOR 

EXTENSION CABLES 
for use with 

SHG-TT, SHG-TS, SHG-PV, SPB-TT, SPB-TS, MHG-TT & MAG-TT 
SERIES INCREMENTAL LINEAR ENCODERS 

ELD _ _ _ _ _ _ _ _ _ _ 

 

 

 

 

 

 

  

 

 

 

 

STANDARD SPECIFICATIONS SHOWN IN RED 

 
023-82065/0 

CABLE TYPE 

ELD 

INPUT CONNECTOR 

09D0 = 9 Pin D (Female) 

09B0 = 12 Way Binder (IP67) 

CABLE LENGTH 

035 = 3.5m 

050 = 5.0m 

070 = 7.0m 

100 = 10.0m 

 

OUTPUT CONNECTOR 

0D = 9 Pin D (Male) 

0B = 12 Way Binder (IP67) 

FL = Flying Lead 

FA = Honda (Fanuc) 

LEAD TYPE 

0 =Armoured 

1 = Non-armoured 

 


